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Elier made a design change to Flush Lever 495-2720-00.
The old style required too much pressure to activate.

The new style 495-2719-00 dictates that you must replace
the activator rod 495-1951-00 with a new style 495-1852-00.
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INSTALLING “NEW" ACTIVAIOR ROD

{. Remove ane (1) screw from cacle thke-douwn
2. Loosen atlicr screw of caclh tie-down

3. Sulng tic-downs to one slde

. 4, Remove “pld" activator rod and linkege
: edip (dlscavd clip)

5. lastall "uew® Activntor lud as sliven

LGVER HANDLYE: SuCURB

1. Loosen original ILocknut,
2. Vepress Icver handle (Completely down)
3. Ualding handlc in LAWK position, tighton
original locknut tightly,
1. Add the second locknut behind the oripinal
- nut and tighten securely.
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l‘_«'} ADJUSTING ACTUATOR IEAD

"Priginal'

i. e sure that the tonk is fully pressurized

before making sny adjustments,

3. Jotato head comnter-clockwiso (upward) unil i

“play" is just tzken up Letween the contact

LOCKNUT: ? ' . 2, locnto amd loosen the set screw on the
hank
§ ﬁ—‘ TP CONCACT P : shank of tho Actuator Ilend.
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point of new Activator red and lever amm.

4. Rotate Actuator Mead clockwise {dowmward)
1/4 turn.

5. Mlush the unit to chieck the setting for
reflll of the Lowl ond shut-off of the tauk.
I{ the unit fails to shut off, rotnte the
Actuator lead one additional 1/4 turn clock-
vise and check again.

G. Re-tiglten set screw.



FLUSHMATE® Pressure-Assist
Change-Out Kits

IMPORTANT. You can upgrade the following systems to FLUSHMATE®,
The kit includes everything you need to make the conversion.

FLUSHMATE
Change-Out ) REPLACES .
Upgrade Kits OEM Equipped Toilets for the following tanks:

M-101526-F3EK Eljer 141-7000

Each Kit Contains:

FLUSHMATE System
Mounting Hardware
Installation Wrench
Flush Handle
Owner’'s Manual

Advantages of the
FLUSHMATE upgrade

e Millions of FLUSHMATE's
sold

e Proven technology with 25
years of experience

e 10-year warranty

¢ Field-Tested “Plumber
Approved”






